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Abstract: In acoustical and seismic fields, wavefield extraction has always
been a crucial issue to solve inverse problem. Depending on the experimental
configuration, conventional methods of wavefield decomposition might no
longer likely to hold. In this paper, an original approach is proposed based on
a multichannel decomposition of the signal into a weighted sum of elemen-
tary functions known as chirplets. Each chirplet is described by physical pa-
rameters and the collection of chirplets makes up a large adaptable dictio-
nary, so that a chirplet corresponds unambiguously to one wave component.
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1. Introduction

In most acoustical and seismic applications, the wavefield is a combination of waves (e.g.,
direct arrival and reflections, normal modes, and compressional and shear waves) As knowl-
edge of wave characteristics (i.e., time arrival, waveform, amplitude, and phase) is useful for
solving the inverse problem (e.g., source localization and characterization, and estimation of
environment parameters), wavefield extraction has always been a crucial issue. Wavefield de-
composition can be achieved in different ways. A common way consists in projecting the signal
on a set of functions. This set can be a basis of functions (e.g., time, frequency, time-frequency,
Tau-P, frequency-wavenumber, and basis of matrix methods) where wave components overlap
is small and upon which the filter is applied. For instance, the frequency domain achieved by the
Fourier representation corresponds to the projection of the signal based on sinusoids. The set
can also be a frame (overcomplete). In this case, the functions often correspond to a well-
studied type (e.g., Gabor functions and wavelets) forming a dictionary of atoms and the projec-
tion is called atomic decomposition. The decomposition can be either adaptive, by searching a
collection of different atoms in order to best match the inner structure of the signal, or not
adaptive (i.e., fixed) as the well known continuous wavelet transform. After the decomposition,
the signal can be written as a linear combination of atoms selected in the dictionary. Depending
on the chosen method, this processing has limitations. First, changing the basis often requires a
receiver configuration which consists of many sensors generally aligned and regularly spaced
along an array. It is the case for frequency-wavenumber filtering,1 Tau-P decomposition,2 and
matrix method of decomposition.3 Moreover, the new basis is not always successful to avoid
overlap between wave components. This is particularly true for frequency and time-frequency
domains, even if some methods attempt to prevent these intrinsic drawbacks.4 Those limitations
prevent decomposition for numerous applications. For instance, in the case of reservoir moni-
toring using information derived from induced microseismicity, despite the short distance be-
tween the sources and the sensors positioned in boreholes, because the array is limited to a small
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number of sensors not necessarily regularly spaced, it is difficult to go beyond the classical
location map. Moreover, the surrounding zone of microseismic sources is the place where body
waves and dispersive waves are greatly interfering.

We propose in this paper a method to overcome these limitations. The objective is that
after the decomposition each atom corresponds unambiguously to one wave component. For
this reason, an adaptive decomposition on a large overcomplete dictionary is chosen. Two issues
are linked to this type of methods: the choice of elementary functions (called atoms) that build
up the dictionary and the algorithm of decomposition that selects from the dictionary the atoms
that best suit and that calculates the projection coefficient. We use a dictionary of seven-
parameter chirplets initially developed by Bardainne et al.,5 which allows a great adaptability.
This dictionary is described in Sec. 2. The algorithm of decomposition that we have developed
includes an array processing based on the matching pursuit (MP) algorithm followed by an op-
timization step. It is described in Sec. 3. Results on synthetic data are presented in Sec. 4.

2. Seven-parameter chirplet dictionary

In order to associate unambiguously one atom to one wave component, we sought a dictionary
with two constraints. First, a wave component can be perfectly described by one atom of the
dictionary. Then, the combination of several wave components (two or more) cannot be de-
scribed by only one atom. The first assumption requires a dictionary extremely flexible and thus
very large. We chose a seven-parameter chirplet dictionary, a chirplet being a time-limited func-
tion which corresponds to a piece of chirp. Like wavelets, chirplets are based on a mother
function generally Gaussian. The two-parameter Gabor dictionary (i.e., time translated and fre-
quency shift version of the mother function) or the wavelet dictionary (i.e., time translated and
dilated/contracted) are the most conventional chirplet dictionaries.

A third parameter (i.e., the linear coefficient of modulation) has been introduced.6

Acoustic or seismic wave components can vary not only in arrival time (depending on travel
path for a given wave source), in frequency (depending on source bandwidth and filtering at-
tenuation by the medium), in duration (depending on source and dispersion), in linear or non-
linear frequency modulation (depending on source and dispersion) but also in overall waveform
which characterizes the type of waves (e.g., body waves, guided waves, or interface waves). The
symmetric Gaussian envelope of the mother wavelet is unsuitable for most of these waves. As a
consequence, Gabor, wavelet, and even four-parameter dictionaries are not flexible enough to
fully describe physical events and to fulfill assumptions formulated above. This is the reason
why we used a normalized chirplet dictionary introduced by Bardaine et al.5 in a seismic con-
text where atoms are described by seven appropriate parameters to suit the physical configura-
tion, i.e., the time delay �i and six morphological parameters. The first four parameters fi, oi, q1i,
and q2i represent, respectively, the frequency shift, the chirplet duration (i.e., number of oscil-
lations), the linear frequency modulation coefficient, and the nonlinear modulation coefficient.
The last two parameters e1i and e2i control the envelope shape by acting, respectively, on the
symmetry and on the duration of the constant flat shape between the left and right Gaussian
halves. Once established the range of definition for each parameter, we build up the dictionary
by accounting for all the possible combinations of the parameters. For details on the formula-
tion of the chirplet dictionary, see Ref. 5. Finally, note that the larger the number of parameters
and the range of solutions, the larger the computational complexity and time, but the more the
assumptions can be fulfilled.

3. Proposed algorithm

A decomposition associating unambiguously one atom to one wave component corresponds to
a “sparse” problem because the number of atoms involved in the decomposition is “small” in
comparison to the number of sample points needed to store the signals. Over the last years the
signal processing community has been interested in this problem and algorithms have been
developed to find sparse solutions. Unfortunately, the problem of constructing the best approxi-
mation of a signal as a linear superposition of K atoms drawn from a coherent dictionary be-

comes an intractable combinatorial problem, even if the dictionary is finite. As a general rule,
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we face a trade-off between signal approximation and constraint relaxation. Therefore, it is
addressed by heuristic stepwise algorithms which do not seek the optimal solution. The selected
atoms and their coefficient of projection depend on the choice of the decomposition method.
The well known MP algorithm introduced by Mallat et al.7 determines iteratively a set of atoms.
Numerous methods have been developed to improve or to complete the MP method (e.g., basis
pursuit8 and method of frames9). All these methods fail when one signal (i.e., one single sensor)
is only considered. The originality of our decomposition method consists in taking advantage of
the common information provided by a same wave (corresponding to the same physical phe-
nomenon) at each sensor, leading us to extend the MP to the multi-component array configura-
tion. Indeed, the basis pursuit is not extensible to array processing and the method of frames is
not efficient in the case of sparse problem.

We first detail the decomposition of observed signals into a linear combination of K
chirplets by the MP. The starting point of the first iteration �k=0� is the signal itself: x0=x. For
each iteration, the MP finds the best match between the signal and the atom dictionary Dchirp

= �hi�, i=1, . . . ,M, by computing the maximum modulus inner product (i.e., the projection) of the
signal among all atoms:

�ik� = arg max
i

��xk,hi�� �1�

with the coefficient Ak given by

Ak = �xk,hik
� �2�

and where xk is the residual after the kth iteration xk=xk−1−Ak−1hk−1. After K iterations, the signal
is described by the linear combination:

x = �
k=0

K−1

Akhik
+ RKx , �3�

where RKx is the residual. This iterative procedure is performed until some predefined require-
ments are satisfied. The stopping criterion is generally the percentage of energy given by the
residual between the decomposition result and the original signal. The MP is easy to implement
besides being the fastest algorithm of decomposition. Note that if the seven-parameter chirplet
dictionary is used, each selected atom k is fully described by nine parameters, i.e., the seven of
the associated chirplet hk plus two parameters of the decomposition coefficient Ak (i.e., the
amplitude and the phase). To take into account the mutual information shared by sensor and
component signals while preserving a degree of freedom to reflect wave changes, we propose
the following two-step algorithm: a multi-component array MP process followed by an optimi-
zation process.

3.1 Step 1: Multi-component array matching pursuit

We first assume that a same wave is present on the whole array. The fulfillment of this assump-
tion depends on the configuration of propagation and reception. This array can be divided into
several parts to make sure this assumption stays valid. Depending on the configuration, we also
assume that some of the seven parameters of chirplets describing the same wave across the array
and some of the two projection parameters (i.e., amplitude and phase) are fixed, whereas the
others vary independently. Still considering the wave, the same assumption is made for the
outputs of a three-component sensor. The repartition between fixed and varying parameters is
not necessarily identical but the set of fixed-sensor parameters must be included into the set of
fixed-component parameters. The choice of fixed and varying parameters depends on the way of
propagation of the waves through the complex media. Note that the amplitude and the phase are
always supposed to be varying parameters across the array (for sensors and components). Pa-
rameters can thus be divided into three classes: the sensor and the component fixed parameters
F, the sensor and component varying parameters V, and the mixed parameters M. By assump-

tion all the M parameters are component fixed and sensor varying. The chirplet dictionary in-
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dexed by these classes of parameters is written Dchirp= �hF,M,V�. For instance, in a seismic context
the chirplet is assumed to possess the same six morphological parameters across the array, whereas
time delay and both the projection parameters are allowed to vary. For the outputs of a three-
component geophone, only the projection parameters are allowed to vary. Finally, we can write F
= �f ,o ,q1,q2,e1,e2�, M=�, and V= ��Ap� , arg�Ap��.

The multi-component array matching pursuit (MAMP) algorithm implements the MP
across the array, through the assumption on fixed and varying parameters. At the kth iteration,
the algorithm selects the chirplet which maximizes the double sum of projections:

Fk, �Mk,l�l=1
L , �Vk,l,j�l=1,j=1

L,J = arg max
F

�
l=1

L

arg max
M

�
j=1

J

arg max
V

��xk,l,j,hF,M,V�� , �4�

where L is the number of sensors and J is the number of components at each sensor. The pro-
jection coefficient is given by

AFk,Mk,l,Vk,l,j
= �xk,l,j,hFk,Mk,l,Vk,l,j

� .

MAMP proceeds by iterating the same way as the conventional MP. The extracted wave com-
ponents are characterized by their nine parameters and the relevant part of the signal is fully
characterized in a sparse way by 9 K information.

3.2 Step 2: Optimization

Overlap between two independent wave components, which may skew the decomposition, is
different at each sensor, making the array processing particularly relevant for this situation. The
summation gets partially rid of this problem and makes the result more reliable. To converge
toward a more reliable result, we propose a recursive process. We first explain the subroutine
cycle 2 described in Fig. 1. The starting point is the initial wavefield (IW) on which the MAMP
process is applied with two iterations to determine a first approximation of the two first wave
components (noted W1 and W2). This corresponds to the conventional MAMP process. To im-
prove the MAMP efficiency, W2 is subtracted from the initial wavefield IW and an additional
MAMP iteration is applied on the residual �R2=IW−W2�, giving a more reliable approximation
of W1. Then, this new estimate W1 is subtracted from the IW and again, another MAMP iteration is
applied on the residual �R1=IW−W1�, giving in turn a more reliable approximation of W2. This
process is iterated until the energy of the residual, R12=WI−W1−W2, no longer decreases.This ends
cycle 2 which corresponds to the decomposition of the IW into two atoms. Similarly, the process can
be extended to a finite number of atoms. For N atoms, the recursive process is a generalization of
cycle 2 by replacing W1 by cycle N–1 and W2 by WN (Fig. 1). After this optimized step, all signifi-
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Fig. 1. Diagram of the recursive cycles �step 2�.
cant wave components are supposed to be extracted.
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4. Applications

The original method of wavefield decomposition described in this paper was applied on a syn-
thetic seismic data set. Observations were simulated by the OASES software10 for a simple con-
figuration where an omnidirectional source emitted a pulse in a three homogeneous layer me-
dium. The advantage of using the OASES code instead of real data in a first test is that the code
provides exact solutions of wave components. The signal to be filtered is recorded in the vicinity
of the interface between layers 1 and 2. It is composed of two compressional waves, up-P and
down-P. The two-component (vertical and radial) sensors were vertically aligned but not regu-
larly spaced. Some parameters of the wavefield model were variables, so that the interference
between the two wave components might sufficiently change across the array (Fig. 2). The
decomposition performances have been evaluated by measuring the percentage of energy to
rebuild the true wavefield by the extracted one. Table 1 shows the variations of the average
percentage on both components for the five sensors for each method used [here, MP, MAMP, and
optimized MAMP (OMAMP)]. Thanks to the array processing and the optimization step, the opti-
mized MAMP significantly improves the efficiency of separation process. The optimization step
is particularly efficient in the case of a large overlap between wave components (traces 1 and 2).
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Fig. 2. �Color online� Synthetic data. Left panel: data of the vertical component. Right panel: residual after the
optimized MAMP decomposition.

Table 1. Percentage of energy of reconstruction as a function of decomposition methods.

1 2 3 4 5

MP 17.2 45.5 16.1 23.6 49.4
MAMP 31.5 71.5 67.6 95.3 97.0
OMAMP 63.9 96.2 96.0 97.2 98.3
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When the two wave components overlap so much that they visually seem to be single, the per-
formances of the method are expected to be lower, as it is the case for the trace 1 (down trace of
the Fig. 2). Nevertheless, the OMAMP algorithm still gives satisfactory results.

5. Conclusions

In this article, we have presented an original method of wavefield decomposition based on a
chirplet decomposition within a two-step algorithm. This algorithm accounts for the array con-
figuration to better constrain the uniqueness of the solution while optimizing the conventional
decomposition algorithms. Results show a large improvement of the decomposition efficiency,
even in the case of a large overlap between signals. Beyond the wavefield separation aspect, this
signal decomposition is a key to an effective compact representation for signal compression
when signals may be repeated over time as in acoustics or seismicity.

Acknowledgment

This work was supported by the Agence Nationale de la Recherche (ANR) under the EM-
SAPCO2 project.

References and links
1M. Bath, Spectral Analysis in Geophysics (Elsevier, Amsterdam, 1974).
2J. Blanco and G. Canadas, “Wavefield decomposition by 3-D/3-C inversion process in tau-p domain,” in 65th
Conference & Exhibition, EAGE, Stavanger (2003), p. 103.

3E. Shang, “Source depth estimation in waveguide,” J. Acoust. Soc. Am. 77, 1413–1418 (1985).
4G. Le Touzé, B. Nicolas, J. Mars, and J.-L. Lacoume, 2009, “Matched representations and filters for guided
waves,” IEEE Trans. Signal Process. 57(5), 1783–1795.

5T. Bardainne, P. Gaillot, N. Dubos-Sallée, J. Blanco, and G. Sénéchal, “Characterization of seismic waveforms
and classification of seismic events using chirplet atomic decomposition. Example from the Lacq gas field
(Western Pyrenees, France),” Geophys. J. Int. 166, 699–718 (2006).

6S. Mann and S. Haykin, “The chirplet transform: Physical considerations,” IEEE Trans. Signal Process. 43,
2745–2761 (1995).

7S. Mallat and Z. Zhang, “Matching pursuit with time-frequency dictionaries,” IEEE Trans. Signal Process. 41,
3397–3415 (1993).

8S. Chen, D. Donoho, and M. Saunders, “Atomic decomposition by basis pursuit,” J. Soc. Ind. Appl. Math. 43,
129–159 (2001).

9I. Daubechies, “Time-frequency localization operators: A geometric phase space approach,” IEEE Trans. Inf.
Theory 34, 605–612 (1988).

10H. Schmidt, “Seismo-acoustic fast field algorithm for range independent environments,” User’s Guide, SR 113,
SACLANT ASW Research Centre, La Spezia, Italy Vol. 77, pp. 1413–1418 (1987).
. Am. 127 �4�, April 2010 Le Touze et al.: Wavefield extraction EL145


